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Der kabelgebundene Barcode-Scanner HD29A ist aus hochwertigen
Materialien gefertigt und verfiigt Gber ein robustes Design, so dass
er sich auch fir den Einsatz in rauen Umgebungen eignet.Er liest schnell
und prazise fihrende 1D-Codes und bietet einen automatischen Scanmodus
flr mehr Produktivitat.


https://shop-hdwr.de/produkte/2-codeleser-optimiert-die-arbeitsablaeufe-im-geschaeftsbereich-effizientes-automatisches-scannen-hdwr-hd29a
https://shop-hdwr.de/
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Farbe
Lichtquelle

Material fiir die Herstellung

Scanning-Verfahren

Bestatigung des
Scanvorgangs

Stromverbrauch
Schnittstelle
Gewicht des Gerats

Gewicht mitVerpadkung

Abmessungen der
Verpackung

Lesbare 1D-Codes

HD29A

650nm Laser

ABS+PC
manuell/automatisch
LED-Lichtund Signalton
85mA

USB

2009

350g

65x165x90 mm

Abmessungen der
Verpackung

Grad des Schutzes
Scangeschwindigkeit
Maximale Auflosung
Betriebstemperatur
Lagertemperatur
Feuchtigkeitim Betrieb

Feuchtigkeit bei der
Lagerung

Lange des Kabels

Abmessungen des Sodkels

220x130x90 mm
IP54

200 Scans pro Sekunde
0127 mm

0an45°C

-40an 60°C

5an90%

5an 90%

200cm
120x150%x 240 mm

UPC/EAN, UPC/EAN with Supplementals, UCC/EAN 128, Code 39, Code 39 Full ASCII, Trioptic Code 39, Code 128,
Code 128 Full ASClI, Codabar, Intedeaved 2 of 5, Discrete 2 of 5, Code 93, MSI, Code 11, RSS variants, Chinese 2 of 5
MSI/PlesseyUK/PlesseyUCC/EAN 128chinese codeATA, GS1 DataBarRSSseries

THDWR

Hardwara for business


https://hdwrglobal.com/

	HD29A_CATALOG_DE_20250618-1
	HD29A_CATALOG_DE_20250618-2

